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RadioRA® 2

Dimmed

Fluorescent 
(3-wire)

Fluorescent 
(3-wire)

Fluorescent 
(3-wire)

Fluorescent 
(0-10 V)

 3-wire ballast
• Hi-lume® 3D
• Ecosystem®

 3-wire ballast
• Hi-lume 3D
• Ecosystem

 3-wire ballast
• Hi-lume 3D
• Ecosystem

0-10 V ballast 
(by others)

3-wire power  
interface

3-wire power  
interface

0-10 V interface 

GRAFIK Eye® QS  
main unit

RadioRA 2 hybrid  
keypad

RadioRA 2  
fluorescent/LED 
dimmer

GRAFIK Eye QS  
main unit

* For illustration purposes only. Consult model number pages for specific voltage and capacity information.
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RadioRA® 2

Dimmed (continued)

Fluorescent 
(0-10 V)

Fluorescent 
(0-10 V)

Fluorescent 
(2-wire)

Fluorescent 
(2-wire)

LED 
(2-wire)

0-10 V ballast 
(by others)

0-10 V ballast 
(by others)

 2-wire ballast
• Tu-Wire® 
  

H-Series 
EcoSystem  
Hi-lume 3D

 120 V 2-wire 
phase-control 
driver

• A-Series

0-10 V interface 0-10 V interface 2-wire power  
interface

RadioRA 2 hybrid  
keypad

RadioRA 2 dimmer GRAFIK Eye® QS  
main unit

GRAFIK Eye QS  
with EcoSystem

RadioRA 2 hybrid  
keypad

* For illustration purposes only. Consult model number pages for specific voltage and capacity information.
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RadioRA® 2

Dimmed (continued)

LED 
(3-wire)

LED 
(Phase control)

LED 
(0-10V)

LED 
(0-10V)

 3-wire LED driver
• A-Series

 Phase control 
LED driver

• A-Series

0-10V LED driver 
(by others)

0-10V LED driver 
(by others)

0-10 V interface 0-10 V interface 

RadioRA 2 dimmer RadioRA 2  
phase Adaptive 
dimmer

GRAFIK Eye® QS  
main unit

RadioRA 2 hybrid  
keypad 

* For illustration purposes only. Consult model number pages for specific voltage and capacity information.
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RadioRA® 2

Dimmed (continued)

LED 
(0-10V)

Electronic 
low-voltage

Electronic 
low-voltage

Electronic 
low-voltage

0-10V LED driver 
(by others)

ELV  
transformer  
(by others)

ELV  
transformer  
(by others)

0-10 V interface Phase adaptive 
power module

RadioRA 2 dimmer GRAFIK Eye® QS  
main unit

RadioRA 2 hybrid  
keypad

RadioRA 2 dimmer

* For illustration purposes only. Consult model number pages for specific voltage and capacity information.
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Dimmed (continued)

Magnetic 
low-voltage

Magnetic 
low-voltage

Magnetic 
low-voltage

Magnetic 
low-voltage

MLV  
transformer  
(by others)

MLV  
transformer  
(by others)

MLV  
transformer  
(by others)

GRAFIK Eye® QS  
main unit

RadioRA 2 hybrid  
keypad

RadioRA 2 dimmer RF plug-in module 
(Dimming) 

RadioRA® 2

* For illustration purposes only. Consult model number pages for specific voltage and capacity information.
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RadioRA® 2

Dimmed (continued)

Incandescent/ 
Halogen

Incandescent/ 
Halogen

Incandescent/ 
Halogen

Incandescent/ 
Halogen

GRAFIK Eye® QS  
main unit

RadioRA 2 hybrid  
keypad

RadioRA 2 dimmer RF Plug-in module 
(dimming) 

* For illustration purposes only. Consult model number pages for specific voltage and capacity information.
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Dimmed (continued) Switched

Dimmable
CFL

Plug-in  
appliance loads 
(e.g. computer monitor)

Switched
CFL

Fluorescent 
(3-wire)

Lamp dimmer  RF plug-in appliance 
module

RF plug-in module 
(switching) 

RF plug-in module 
(switching) 

RadioRA® 2

* For illustration purposes only. Consult model number pages for specific voltage and capacity information.
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RadioRA® 2

Switched (continued)

General purpose 
switching

Switched 
lighting/fans

Switched 
lighting/fans

Electronic 
low-voltage

0-10 V interface 

GRAFIK Eye® QS  
main unit

GRAFIK Eye QS  
main unit

RadioRA 2 Switch RF plug-in module 
(switching) 

* For illustration purposes only. Consult model number pages for specific voltage and capacity information.
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Additional control options

RadioRA 2 wall-mount 
designer keypad

Pico® wireless  
controls

RadioRA 2  
hybrid keypad 

RadioRA 2 visor  
control transmitter 

       

RadioRA 2 visor control 
receiver1

RadioRA 2  
main repeater  

RadioRA 2  
main repeater  

RadioRA 2  
main repeater  

RadioRA 2  
main repeater  

RadioRA® 2

* For illustration purposes only. Consult model number pages for specific voltage and capacity information.
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Additional control  
options (continued)

Occupancy  
Sensors

Timeclock 
Scheduling

Lutron® 
application  
for iPhone1

RadioRA 2 wireless 
occupancy/vacancy 
sensors

RadioRA 2  
main repeater 
(built-in) 

RadioRA 2  
main repeater 
(built-in) 

RadioRA 2  
main repeater 
(built-in) 

WiFi router WiFi router

RadioRA 2 Main  
repeater (to other  
RadioRA 2 
devices) 

RadioRA 2  
main repeater  

PC-based software  
for configuration  
(removable) 

PC-based 
software 
for configuration 
(removable) 

PC-based software 
for configuration 
(removable) 

RadioRA® 2

* For illustration purposes only. Consult model number pages for specific voltage and capacity information.

Appendix |

www.lutron.com/specificationguide |  1.800.523.9466 |   P/N 368-2815  REV A 10

Connection overviews



RadioRA® 2

Window Shades Integration
Software  
Programming HVAC Control

Sivoia® QS wireless  
roller shade

RadioRA 2  
main repeater 
(built-in) 

RadioRA 2  
main repeater 
(built-in) 

RadioRA 2 wireless 
temperature sensor  

WiFi router

RadioRA 2  
main repeater  

Ethernet or RS-232  
integration to other  
systems including:

Touchscreens AV equipment

PC-based software  
(by Lutron®) for system  
configuration laptop or PC  
(may be removed) 

RadioRA 2  
HVAC controller 
(to HVAC equipment  
by others) 

Link power 
supply 

or

Smart panel 
power supply 

+

* For illustration purposes only. Consult model number pages for specific voltage and capacity information.
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