WIRING

ORAFIK EyE;:E

Low-Voltage Cable
for GRAFIK Systems

Overview

Lutron now offers two different one-cable (non-plenum), low-voltage solutions for GRAFIK Eye products. The GRX-
CBL-346S uses #18 AWG for its power wires and is meant to be used for shorter wiring distances. The GRX-CBL-
46L uses #12 AWG for its power wires and is meant to be used for longer wiring distances. The maximum possible
system wiring length is 2000 feet without a repeater (repeater can be used only with GRAFIK 6000 Systems -
contact Lutron's Technical Hotline for further information on using a repeater,).

Wiring Charts

Refer to the following charts to determine the maximum wiring length possible, according to wire gauge, for the
appropriate GRAFIK System and Accessory/Wallstation configuration.
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GRAFIK Eye 3000 with 800mA, 12VDC power supply
Accessories (i.e. NTGRX-4S) evenly spaced on link
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GRAFIK Eye 4000 24VFW power supply
All accessories (i.e. NTGRX-4S) located at the end of the link
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GRAFIK Eye 4000 24VFW power supply (provided in all LP, GP, and Xp panels)
Accessories (i.e. NTGRX-4S) evenly spaced on link
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GRAFIK 6000 33VDC power supply (provided in all G6000 panels)
Wallstations at end of link
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GRAFIK 6000 33VDC power supply (provided in all G6000 panels)
Wallstations evenly spaced on link
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Additional Information

World Headquarters

Lutron Electronics Co., Inc.

7200 Suter Road

Coopersburg, PA 18036-1299 U.S.A.

TOLL FREE: (800) 523-9466 (U.S.A., Canada, and
the Caribbean)

Tel: (610) 282-3800; International 1610 282-3800
Fax: (610) 282-3090; International 1610 282-3090

European Headquarters

Lutron EALTD

Lutron House

6 Sovereign Close

Wapping

London, E1 9HW England

FREEPHONE: 0800 282107 (U.K.)

Tel: (0171) 702-0657; International 44-171-702-0657
Fax: (0171) 480-6899; International 44-171-480-6899

Hong Kong Office
Tel: 2593-1119; International 852-2593-1119
Fax: 2593-1197; International 852-2593-1197

Singapore Office
Tel: 487-2820; International 65-487-2820
Fax: 487-2825; International 65-487-2825

Japan Office

Lutron Asuka Corporation K.K.

Kowa Shibakoen Bldg. 2nd Floor
1-1-11 Shibakoen

Minato-ku, Tokyo 105-0011, Japan
TOLL FREE: (0120) 083417 (Japan)
Tel: International 81 354057333
Fax: International 81 3 5405 7496

Worldwide Technical and Sales
Assistance

If you need technical assistance, call the toll-free
Lutron Technical Assistance Hotline. Please
provide exact model number when calling.

(800) 523-9466 (U.S.A., Canada and the Caribbean)
Other countries call:

Tel: (610) 282-3800; International: 1 610 282-3800
Fax: (610) 282-3090; International: 1 610 282-1243
Our address on the Web is www.lutron.com

Lutron and GRAFIK Eye are registered trademarks of Lutron Electronics Co., Inc.

LUTRON.

APPLICATION NOTE W14
7/98



