
WIRING Low Voltage Wiring

APPLICATION  NOTE  W3
8/98

Overview

Wiring Diagrams

The following wiring diagrams detail proper low voltage wiring between multiple GRAFIK Eye Control Units and
Accessory Controls.  It is important that the GRAFIK Eye System is wired properly.

Figure 1:  Wiring between two Control Units.  This is also covered in the Control Unit Instruction Sheet.
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NOTE:  Connection between #2 terminals is not made between Control Units.

Figure 2:  Wiring of two Control Units with an Accessory Control between them.
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NOTE 1:  Connections to link are made inside of wallstation wallboxes or in a junction box (provided by
others) located no more than 8 feet from the wallstation.
NOTE 2:  Connection between #2 terminals is not made between Control Unit 'A' and Accessory Control.
Control Unit 'A' provides power for Accessory Control.
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Figure 3:  Wiring if an external power supply is used.  The external power supply provides power to all of the
Accessory Controls.

NOTE 1:  Connections to link are made inside of wallstation wallboxes or in a junction box (provided by
others) located no more than 8 feet from the wallstation.
NOTE 2:  Connection between #2 terminals is not made between Control Unit 'A' and first Accessory Control.
External power supply provides power for all Accessory Controls.

Figure 4:  Wiring of two Control Units with six Accessory Controls ( the maximum quantity without an external
power supply) between them.  A similar diagram is also provided with all Accessory Control Instruction Sheets.
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NOTE 1:  Connections to link are made inside of wallstation wallboxes or in a junction box (provided by
others) located no more than 8 feet from the wallstation.
NOTE 2:  Connection between #2 terminals is not made between Accessory Controls when powered from
separate Control Units.  Control Unit 'A' provide power for Accessory Controls 1, 2, and 3.  Control Unit 'B'
provides power for Accessory Controls 4, 5, and 6.
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