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Window Treatment Motorization                     2.2 24/7 Service and Support :
Window Treatment Dealers: 1-800-446-1503

All Other Customers: 1-888-748-6421

System Lineals – Pockets
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S I N G L E  M O T O R , E X T R U D E D  A L U M I N U M
4 . 7 5 ” X  5 . 0 0 ” P O C K E T

L A R G E  S H A D E  P O C K E T S
Lutron Shading Solutions by VIMCO can custom-engineer
pockets for larger applications. Please contact your
sales representative or customer service at
1.800.446.1503.

NOTES:

1. Material:
pocket: .062 extruded aluminum
flap: .062 extruded aluminum

2. Available in white, custom colors available
3. Maximum length 150"

Bracket to Bracket

Pocket
End Cap

Pocket
Width

Pocket
Height

4.75"

3.0"

5.0"

3.0"



Window Treatment Motorization                     2.3 24/7 Service and Support :
Window Treatment Dealers: 1-800-446-1503

All Other Customers: 1-888-748-6421

System Lineals – Pockets
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M O T O R I Z E D  C E I L I N G  D U A L - M O U N T-
V E R T I C A L

M O T O R I Z E D C E I L I N G D U A L - M O U N T -
PA R A L L E L
B E N T  C U S T O M  8 . 0 0 ” X  5 . 0 0 ”

 

 

NOTES:
1. Actual pocket size is dependent upon window height

and fabric type
2. Maximum fabric roll diameter is 4.25" per shade.
3. Mounting bracket requires blocking or 

structural support (provided by others).
4. Available in white, custom colors available.

NOTES:
1. Pocket size to be determined by final window size and

fabric type.
2. Available in white, custom colors available.

.50 (inside) .50 (inside)
8.0" min

5.0" min

3.0"3.0"

Window
Height

4.125"
6.0" Min

9.0" Min

8.0" 

3.00”



Window Treatment Motorization                     2.4 24/7 Service and Support :
Window Treatment Dealers: 1-800-446-1503

All Other Customers: 1-888-748-6421

4 ” FA S C I A 4 ” FA S C I A  M O T O R  B R A C K E T

4 ” FA S C I A  I D L E R  B R A C K E T

System Lineals
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3 ” FA S C I A

NOTES:

1. Material: .062 extruded aluminum
2. Colors: white, bronze, or anodized
3. Custom colors available

3.0"

2.75"

Bracket to Bracket

NOTES:

1. Material: .072" extruded aluminum 
2. Colors: white, bronze, anodized
3. Custom colors available

Wool pile to be
inserted here

Wool pile to be
inserted here

3.0"

4.0"



Window Treatment Motorization                     2.5 24/7 Service and Support :
Window Treatment Dealers: 1-800-446-1503

All Other Customers: 1-888-748-6421

System Lineals
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T O P  B A C K  C O V E R  ( 3 ” A N D  4 ” S I Z E S , 3 ” S H O W N )

4.063"

4.063"

.125"
.313"

FA S C I A  E N D C A P S  ( 4 ” V E R S I O N  O N LY )

3.031

3.031 LENGTH

P O C K E T  F L A P  A N D  H A N G E R

3.031”

3.031” Length

3.0”

2.25”

This side
mounts to

front of
pocket or

soffit



Window Treatment Motorization                     2.6 24/7 Service and Support :
Window Treatment Dealers: 1-800-446-1503

All Other Customers: 1-888-748-6421

S I D E  C H A N N E L  ( A VA I L A B L E  I N  1 . 5 ” , 2 . 5 ” A N D  3 . 5 ” S I Z E S )

System Lineals

S
Y

S
T

E
M

 L
IN

E
A

L
S

5"

4.75"

Window
Height

note: 2.50” side channel
shown

5.0"

3.0"

1.0" 2.50" 2.50"

Bracket 
to Bracket

1.50”
(38.1mm)

2.50”
(63.5mm)

3.50”
(88.9mm)

S I D E  C H A N N E L  A P P L I C AT I O N S

Side channels fit seamlessly into the pocket to provide a
light-seal. The Sill angle completes the framing at the
base of the installation.

S I L L  A N G L E

Wool pile to be
inserted here

Wool pile to be
inserted here

Wool pile to be
inserted here


